
H
O

M
E

2
 
S

U
I
T

E
S

 
B

Y
 
H

I
L

T
O

N
 
:

2
0

0
1

 
M

A
I
N

 
S

T
R

E
E

T

K
A

N
S

A
S

 
C

I
T

Y
,
 
M

O
 
6

4
1

0
8

LARRY KRIER

13566

345 Riverview Wichita, KS 67203
T 316.268.0230 F 316.268.0205

D
en

ni
s 

D
. S

m
ith

, A
IA

Ar
ch

ite
ct

LDO

JP 

©    

C1

SITE DEVELOPMENT PLAN



H
O

M
E

2
 
S

U
I
T

E
S

 
B

Y
 
H

I
L

T
O

N
 
:

2
0

0
1

 
M

A
I
N

 
S

T
R

E
E

T

K
A

N
S

A
S

 
C

I
T

Y
,
 
M

O
 
6

4
1

0
8

LARRY KRIER

13566

345 Riverview Wichita, KS 67203
T 316.268.0230 F 316.268.0205

PROJECT NUMBER:

SHEET TITLE:

SHEET NUMBER:

CONTACT:

PRINTS ISSUED
DATE NO.PURPOSE

DRAWN:

CHECKED:

D
en

ni
s 

D
. S

m
ith

, A
IA

Ar
ch

ite
ct

©    

08/07/15

SITE ARCHITECTURAL PLAN

SA1.01

NRH

7
COMPACT

13

3

8

7
COMPACT

12

1

03/16/15

04/27/15

05/18/15

06/03/15

06/10/15

07/24/15

07/29/15

08/07/15



ULM CAR

B & B1

ULM CAR

B & B1

CED FAS

B & B1

GIN PR2

B & B4

JUN ADM

B & B8

JUN TAY

B & B8

CAL KAR

3 gal8

SPI MAG

2 gal3

CAL KAR

3 gal8

CAL KAR

3 gal8

CAL KAR

3 gal8

COR HAL

5 gal7

COR HAL

5 gal7

CAL KAR

3 gal6

SPI MAG

2 gal3

SPI MAG

2 gal10

SPI MAG

2 gal12

SPI MAG

2 gal5

SPI MAG

2 gal4

CED FAS

B & B1

CED FAS

B & B1
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HIB MIN

5 gal1

HIB MIN

5 gal1

HIB MIN

5 gal1

HIB MIN

5 gal1

LIR BI2

4"pot67

LIR BI2

4"pot205

EUO PUR

4"pot42 sf

EUO PUR
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EUO PUR

4"pot33 sf

EUO PUR

4"pot46 sf

LIR BI2

4"pot109

LIR BI2

4"pot17

EUO PUR

4"pot217 sf

EUO PUR

4"pot62 sf

TIL RED

B & B3

GIN PR2

B & B3

TIL RED

B & B1

GIN PR2

B & B1

MIS GRA

3 gal6

MIS GRA

3 gal26

RHA RON

5 gal13

CAL KAR

3 gal6

COR HAL

5 gal14

TIL RED

B & B3

JUN ADM

B & B8

VIB ALL

5 gal12

ZEL MUS

B & B3

ZEL MUS

B & B3

CHA LAT

3 gal10

CHA LAT

3 gal11

CHA LAT

3 gal8

CHA LAT

3 gal8

CHA LAT

3 gal8

BUX GR2

5 gal14

BUX WI5

5 gal6

BUX WI5

5 gal6

BUX WI5

5 gal7

BUX WI5

5 gal6

BUX WI5

5 gal7

BUX WI5

5 gal3

BUX WI5

5 gal4

BUX WI5

5 gal2

BUX WI5

5 gal2

BUX WI5

5 gal4

BUX GR2

5 gal2

BUX GR2

5 gal10

CAL KAR

3 gal16
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05.20.15 CITY PLAN COMMISSION

J. Best

J. Best

LANDSCAPE PLAN

LP1

88-425  Landscaping and Screening Standards

Section 88-425-03-C

GENERAL

1. THE CONTRACTOR IS RESPONSIBLE FOR OBTAINING A COPY OF THE PROJECT SPECIFICATIONS PRIOR

TO BIDDING.  THE PROJECT SPECIFICATIONS ARE A PART OF THESE PLANS AND SHALL BE CONSULTED

BY THE IRRIGATION CONTRACTOR.  THE CONTRACTOR IS RESPONSIBLE FOR IMPLEMENTING WORK AS

SPECIFIED IN THE PROJECT SPECIFICATIONS AND ON THE PLANS.

2. THE CONTRACTOR IS SPECIFICALLY CAUTIONED THAT THE LOCATIONS AND/OR ELEVATIONS OF

EXISTING UTILITIES AS SHOWN ON THESE PLANS IS BASED ON RECORDS OF THE VARIOUS UTILITY

COMPANIES AND, WHERE POSSIBLE, MEASUREMENTS TAKEN IN THE FIELD.  THE INFORMATION IS NOT

BE RELIED ON AS BEING EXACT OR COMPLETE.  THE CONTRACTOR MUST CALL THE APPROPRIATE

UTILITY COMPANY TO REQUEST EXACT FIELD LOCATION OF UTILITIES.  IT SHALL BE THE

RESPONSIBILITY OF THE CONTRACTOR TO RELOCATE ALL EXISTING UTILITIES WHICH CONFLICT WITH

THE PROPOSED IMPROVEMENTS SHOWN ON THE PLANS.

3. LANDSCAPE CONTRACTOR SHALL PROVIDE LABOR, MATERIALS AND SERVICE NECESSARY TO FURNISH

AND INSTALL MATERIALS AS SPECIFIED HEREIN AND AS SHOWN ON THE PLANS.

4. THE CONTRACTOR SHALL REFER TO SPECIFICATION SECTION FOR ADDITIONAL REQUIREMENTS AND

RELATED TO PLANTING AND LANDSCAPING. THE CONTRACTOR WILL BE EXPECTED TO FOLLOW ALL

THE REQUIREMENTS CALLED FOR IN THE SPECIFICATIONS. ANY DISCREPANCIES BETWEEN THE

DRAWINGS AND SPECIFICATIONS SHALL BE BROUGHT TO THE ATTENTION OF THE LANDSCAPE

ARCHITECT.

5. QUANTITIES OF MATERIALS SHOWN ON THE PLANTING PLAN TAKE PRECEDENCE OVER QUANTITIES

SHOWN ON THE PLANT MATERIAL SCHEDULE.  LANDSCAPE CONTRACTOR SHALL BE RESPONSIBLE FOR

VERIFYING ALL QUANTITIES SHOWN ON THESE PLANS BEFORE PRICING THE WORK.

6. REPORT DISCREPANCIES IN THE PLANTING PLAN  PRIOR TO PURCHASE OF MATERIALS OR STARTING

CONSTRUCTION.

7. NO MATERIAL SUBSTITUTIONS SHALL BE MADE WITHOUT ARCHITECT'S WRITTEN APPROVAL.

ALTERNATE MATERIALS OF SIMILAR SIZE AND CHARACTER MAY BE CONSIDERED IF SPECIFIED PLANT

MATERIALS CANNOT BE OBTAINED.  ARCHITECT RESERVES THE RIGHT TO REVISE PLANT LIST AS

DEEMED NECESSARY.

8. PLANT SUBSTITUTIONS WILL ONLY BE ALLOWED UNDER THE FOLLOWING CONDITIONS: LANDSCAPE

CONTRACTOR SHALL SUBMIT A WRITTEN SUBSTITUTION REQUEST TO THE  ARCHITECT STATING WHAT

PLANTS TO BE SUBSTITUTED AND THE REQUESTED SUBSTITUTION PLANT ALONG WITH EXPLANATION

OF SUBSTITUTION REQUEST.  NO SUBSTITUTION SHALL CONSTITUTE AN INCREASE IN COST FROM THE

ORIGINAL CONTRACT AMOUNT. ANY PLANT SUBSTITUTIONS NOT APPROVED SHALL BE REPLACED BY

THE LANDSCAPE CONTRACTOR AT THE TIME OF INSPECTION.

9. ALL MATERIALS ARE SUBJECT TO THE APPROVAL OF THE ARCHITECT BEFORE, DURING AND AFTER

INSTALLATION.

10. PRIOR TO CONSTRUCTION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR LOCATING ALL

UNDERGROUND UTILITIES AND SHALL AVOID DAMAGE TO ALL UTILITIES DURING THE COURSE OF

WORK.  LOCATIONS OF EXISTING BURIED UTILITY LINES SHOWN ON THE PLANS ARE BASED UPON THE

BEST AVAILABLE INFORMATION AND ARE TO BE CONSIDERED APPROXIMATE.  IT SHALL BE THE

RESPONSIBILITY OF THE CONTRACTOR 1) TO VERIFY THE LOCATIONS OF UTILITY LINES ADJACENT TO

THE WORK AREA 2) TO PROTECT ALL UTILITY LINES DURING THE CONSTRUCTION PERIOD 3) TO REPAIR

ANY AND ALL DAMAGE TO UTILITIES, STRUCTURES, SITE APPURTENANCES, ETC. WHICH OCCUR AS A

RESULT OF CONSTRUCTION.

PLANTING PREPARATION

11. ALL LANDSCAPE BEDS ARE TO RECEIVE A MINIMUM OF 12" OF TOPSOIL.  TOPSOIL SHALL BE A FRIABLE

LOAM WITH GOOD STRUCTURE. SOLUBLE SALTS SHALL NOT EXCEED 500ppm AND ORGANIC MATTER

SHALL BE NO LESS THAN 3%. The pH SHALL RANGE BETWEEN 5.5 AND 7.4. REFER TO SPECIFICATION

SECTION 02900.

12. THE LANDSCAPE CONTRACTOR SHALL HAVE TOPSOIL TESTED BY A CERTIFIED TESTING LABORATORY

AND OBTAIN  RECOMMENDATIONS FOR SOIL AMENDMENT TYPE(S) AND QUANTITIES.

RECOMMENDATIONS SHALL BE SPECIFIC TO THE TOPSOIL OF THIS REPORT TO THE  ARCHITECT FOR

THEIR RECORDS.   THE LANDSCAPE CONTRACTOR SHALL BE EXPECTED TO AMEND SOILS PER THE

RECOMMENDATIONS AND SPECIFICATIONS.

13. TOPSOIL AMENDMENTS ALONG THE PERIMETER OF THE PROJECT AREA TO BE MIXED INTO THE TOP

6IN.  AT THE RATIOS SPECIFIED BY A CERTIFIED TOPSOIL ANALYSIS.

PLANTING MATERIALS

14. ALL PLANT MATERIAL SHALL BE WELL-FORMED AND DEVELOPED IN GOOD CONDITION, HEALTHY,

VIGOROUS AND FREE OF PESTS AND DISEASE.

15. PLANTS SHALL COMPLY IN ALL APPLICABLE RESPECTS WITH ACCEPTABLE STANDARDS AS SET FORTH

IN THE AMERICAN ASSOCIATION OF NURSERYMAN'S "AMERICAN STANDARD OF NURSERY STOCK."

THESE STANDARDS SHALL REPRESENT THE GUIDELINE SPECIFICATIONS ONLY AND SHALL

CONSTITUTE THE MINIMUM QUALITY REQUIREMENTS FOR PLANT MATERIALS.

16. ALL TREES SHALL HAVE STRAIGHT TRUNKS (FOR SINGLE STEM SPECIES) AND FULL CROWN AND MEET

ALL REQUIREMENTS SPECIFIED.  ALL TREES MUST BE GUYED OR STAKED AS SHOWN IN THE DETAILS.

17. PLANT LOCATIONS AND QUANTITIES SHOWN ARE APPROXIMATE.  ADJUST PLANT LOCATIONS AS

NECESSARY TO AVOID CONFLICTS. CONTRACTOR SHALL BE RESPONSIBLE FOR COMPLETE COVERAGE

OF ALL PLANTING BEDS AT SPACING INDICATED ON THE PLANS.

18. CONTRACTOR SHALL BE RESPONSIBLE FOR THE DELIVERY SCHEDULE AND PROTECTION BETWEEN

DELIVERY AND PLANTING PER SPECIFICATIONS TO MAINTAIN HEALTHY PLANT CONDITIONS.

19. PLANT MATERIALS SHALL BE PROTECTED FROM THE DRYING ACTION OF THE SUN AND WIND AFTER

BEING DUG, WHILE BEING TRANSPORTED, AND WHILE AWAITING PLANTING.  BALLS OF PLANTS WHICH

CANNOT BE PLANTED IMMEDIATELY SHALL BE PROTECTED FROM DRYING ACTION BY COVERING THEM

WITH MOIST MULCH.  PERIODICALLY, APPLY WATER TO MULCH-COVERED BALLS TO KEEP MOIST. IF

PLANTING SHOULD OCCUR DURING GROWING SEASON, APPLY ANTI-DESSICANT TO LEAVES BEFORE

TRANSPORT TO REDUCE LIKELIHOOD OF WINDBURN.  REAPPLY ANTI-DESSICANT AFTER PLANTING

PLANTING TO REDUCE TRANSPIRATION.

20. ALL PLANT MATERIAL SHALL BE CONTAINER GROWN OR BALLED AND BURLAPPED AS INDICATED IN THE

PLANT SCHEDULE. PLANTS DESIGNATED CONTAINER GROWN SHALL HAVE BEEN GROWN IN POTS,

CANS OR BOXES FOR FOR A MINIMUM OF SIX MONTHS AND A MAXIMUM OF TWO YEARS. THESE PLANTS

SHALL BE REMOVED FROM CONTAINERS BEFORE PLANTING.  PLANTS THAT APPEAR ROOT-BOUND

SHALL BE REJECTED.

21. ANY PLANT MATERIAL WHICH IS DISEASED, DISTRESSED, DEAD, OR REJECTED (PRIOR TO

SUBSTANTIAL COMPLETION) SHALL BE PROMPTLY REMOVED FROM THE SITE AND REPLACED WITH

MATERIAL OF THE SAME SPECIES, QUANTITY AND SIZE AND MEETING ALL PLANT LIST SPECIFICATIONS.

22. PLANTING BEDS SHALL BE COMPLETELY MULCHED AS SPECIFIED.  PLACE 4" OF MULCH IN ALL SHRUB

BEDS, PLACE 4" OF MULCH IN ALL TREE SAUCERS. PLANTING BEDS ARE TO BE COMPLETELY COVERED

WITH A CEDAR OR CYPRESS MULCH FROM A LOCAL SOURCE HARVESTED IN A SUSTAINABLE MANNER.

23. PLANTING BEDS RECEIVING MULCH ARE TO BE FREE OF WEEDS AND GRASS. TREAT BEDS WITH A

PRE-EMERGENT HERBICIDE PRIOR TO PLANTING AND MULCH PLACEMENT.  APPLY IN ACCORDANCE

WITH STANDARD TRADE PRACTICE.

RELATED ITEMS

24. ALL PLANTING BEDS SHALL BE SEPARATED  WITH STEEL EDGING. EDGING SHALL BE 

1

8

" X 4"

INTERLOCKING STEEL EDGING WITH METAL STAKES SUFFICIENT TO HOLD EDGING IN PLACE.  EDGING

SHALL NOT EXTEND ABOVE ANY ADJACENT SIDEWALKS

INSPECTIONS/MAINTENANCE AND CLEAN-UP

30. THE CONTRACTOR SHALL BE RESPONSIBLE FOR FULLY MAINTAINING (INCLUDING BUT NOT LIMITED TO:

WATERING, SPRAYING, MULCHING, FERTILIZING, ETC.) ALL OF THE PLANT MATERIALS AND LAWN UNTIL

FINAL ACCEPTANCE.

31. THE CONTRACTOR SHALL COMPLETELY GUARANTEE ALL PLANT MATERIAL FOR A PERIOD DEFINED IN

THE SPECIFICATION.  THE CONTRACTOR SHALL PROMPTLY MAKE ALL REPLACEMENTS DURING THE

NORMAL PLANTING SEASON.

32. REMOVE ALL RUBBISH, EQUIPMENT AND MATERIAL AND LEAVE THE AREA IN A NEAT, CLEAN CONDITION

EACH DAY. MAINTAIN PAVED AREAS UTILIZED FOR HAULING EQUIPMENT AND MATERIALS BY OTHER

TRADES IN A CLEAN AND UNOBSTRUCTED CONDITION AT ALL TIMES.

33. REMOVE SOIL OR DIRT THAT ACCUMULATED DURING OR AS A RESULT OF PLANTING OPERATIONS

EACH  DAY.

34. LIMIT AMOUNT OF PRUNING TO A MINIMUM NECESSARY TO REMOVE DEAD OR INJURED TWIGS AND

BRANCHES.  PRUNE IN SUCH A MANNER AS NOT TO CHANGE NATURAL HABIT OR SHAPE OF PLANT.

MAKE CUTS FLUSH, LEAVING NO STUBS.  CENTRAL LEADERS SHALL NOT BE REMOVED.

35. LANDSCAPE CONTRACTOR TO REMOVE TREE STAKES, GUYS, AND ALL DEAD WOOD ON TREES AND

SHRUBS ONE YEAR AFTER PROVISIONAL ACCEPTANCE.

1/16" = 1'-0"

1 Tree/30 LF Street Frontage Required

East 20th Street Frontage: 242 LF = 8 Trees Required

Section 88-425-04-C

1 Tree/5000 SF of Building Footprint

Building Footprint 22,017 SF = 5 Trees Required

Section 88-425-06-B

35 SF Landscaped Area per Parking Stall

46 Stalls (Exterior Lot) = 1,610 SF Landscaped Area Required

1 Tree/ 5 Parking Stalls

46 Stalls (Exterior Lot) = 10 Trees Required

1 Shrub / Parking Stall

46 Stalls (Exterior Lot)= 46 Shrubs Required

Walnut Street Frontage: 100 LF = 4 Trees Required

Main Street Frontage: 306 LF = 11 Trees Required

Section 88-425-05

NA

Trees Provided:

East 20th Street Frontage: 8 Trees 

Walnut Street Frontage: 4 Trees

Main Street Frontage: 16 Trees 

Trees Provided: 5 Trees

Trees Provided: 10 Trees

Shrubs Provided: 289 Shrubs

06.03.15 PLANNING  COMMISSION RESUBMITTAL

06.10.15  100% PROGRESS SET

Landscape Area Provdided: 1,752 SF 

08.07.15 CITY COUNCIL

GENERAL

1. THE CONTRACTOR SHALL PROVIDE A FULL AUTOMATIC IRRIGATION SYSTEM WHICH COMPLIES

WITH THESE NOTES, DETAILS, SPECIFICATIONS, APPLICABLE CODES AND REGULATIONS.

CONTRACTOR SHALL PROVIDE ALL EQUIPMENT AND MATERIALS RELATED TO THE IRRIGATION

SYSTEM.  ALL INDICATED PLANTING AREAS AND TREE WELLS SHALL BE IRRIGATED.

2. THE CONTRACTOR SHALL PREPARE AND SUBMIT AN IRRIGATION SYSTEM DESIGN INDICATING

HEAD LAYOUT, PIPE DISTRIBUTION, CONNECTION POINT, CONTROLLER LOCATION, SLEEVES, AND

ALL PROPOSED IRRIGATION EQUIPMENT.  THIS PLAN SHALL BE REVIEWED AND APPROVED BY THE

LANDSCAPE  ARCHITECT PRIOR TO BEGINNING ANY WORK.

3. THE IRRIGATION SUPPLY HAS BEEN SHOWN ON THIS PLAN FOR REFERENCE.  REFER TO THE

PLUMBING PLANS FOR SPECIFIC DETAILS RELATED TO THE POC AND BACKFLOW PREVENTER.

4. PRIOR TO BEGINNING ANY WORK ON THE SITE, THE CONTRACTOR SHALL CONTACT THE OFFICE

OF THE OWNER AND THE ARCHITECT/LANDSCAPE ARCHITECT FOR SPECIFIC INSTRUCTIONS

RELEVANT TO THE SEQUENCING OF WORK.

5. REVIEW THE IRRIGATION SPECIFICATION SECTION LOCATED IN THE PROJECT MANUAL FOR

ADDITIONAL PROJECT INSTRUCTIONS AND RESPONSIBILITIES.

6. IRRIGATION CONTRACTOR IS RESPONSIBLE FOR DAMAGES TO THE BUILDING, WALKS, DRIVES,

ELECTRICAL SYSTEMS , & UNDERGROUND UTILITIES CAUSED BY LEAKS IN PIPING SYSTEM

INSTALLED OR HAVING BEEN INSTALLED.  REPAIR, AT IRRIGATION CONTRACTOR EXPENSE, ALL

DAMAGES SO CAUSED. REPAIR WORK SHALL BE DONE AS DIRECTED BY THE OWNERS

REPRESENTATIVE.

7. IRRIGATION CONTRACTOR TO USE EXTREME CAUTION WHEN INSTALLING IRRIGATION EQUIPMENT

AND LINES WITHIN UTILITY EASEMENTS.  UTILITIES MUST BE LOCATED IN THE FIELD PRIOR TO

ANY EXCAVATION OCCURRING. UTILITY LOCATION MUST INCLUDE BURY DEPTHS. ADJUST

IRRIGATION DESIGN AS NECESSARY TO AVOID CONFLICTS WITH ANY UTILITY LINES.

8. CONTRACTOR SHALL LOCATE UTILITIES BEFORE COMMENCING WORK.  LOCATE EXACT UTILITY

LOCATIONS BY CONTACTING LOCAL UTILITY LOCATION SERVICE. CONTRACTOR SHALL BE

RESPONSIBLE FOR THE REPAIR OF ANY DAMAGE TO UTILITIES RESULTING FROM IRRIGATION

INSTALLATION OPERATIONS. ANY UTILITIES SHOWN ON PLAN ARE FOR REFERENCE ONLY AND

MAY OR MAY NOT DEPICT THE ACTUAL LOCATION OF SERVICES.

9. REMOVE ALL RUBBISH, EQUIPMENT AND MATERIAL AND LEAVE THE AREA IN A NEAT, CLEAN

CONDITION EACH DAY.  MAINTAIN PAVED AREAS UTILIZED FOR HAULING EQUIPMENT AND

MATERIALS BY OTHER TRADES IN A CLEAN AND UNOBSTRUCTED CONDITION AT ALL TIMES.

IRRIGATION EQUIPMENT

10. ALL IRRIGATION EQUIPMENT SHALL BE FROM ONE MANUFACTURER. NO MIXING OF IRRIGATION

PRODUCTS IS TO BE ALLOWED.  APPROVED MANUFACTURERS: HUNTER INDUSTRIES, RAINBIRD, &

TORO.

11. SUBMIT ALL PRODUCT INFORMATION AND SHOP DRAWINGS PER REQUIREMENTS SPECIFIED IN

THE SPECIFICATIONS FOR REVIEW AND APPROVAL PRIOR TO COMMENCING IRRIGATION WORK.

12. THIS IRRIGATION SYSTEM DESIGN IS TO USE THE FOLLOWING EQUIPMENT;

TURF ROTORS:

HUNTER  - PGJ, PGP, I-20 / RAINBIRD - 5000 SERIES / TORO 300/400 SUPER SERIES

POP-UP SPRAY:

HUNTER - PRO-SPRAY / RAINBIRD - 1800 VAN SERIES / TORO - 570ZPR

DRIP IRRIGATION:

HUNTER - LANDSCAPE DRIPLINE / RAINBIRD - LANDSCAPE DRIPLINE / NETAFIM -

TECHLINE CV

QUICK COUPLERS:

HUNTER - HQ-33DLRC / RAINBIRD - 33DLRC / TORO - 0750-SLSC

SPRINKLER VALVES:

HUNTER - ICV / RAINBRID - PEB / TORO - P-200 SERIES

DRIP ZONE VALVES:

HUNTER - DRIP CONTROL ZONE KIT / RAINBIRD - XCZ-100-PRF / TORO - DZK-EZ-FLO

CONTROLLER:

HUNTER -ICC / RAINBIRD - ESP LX / TORO - TMC-212

RAIN SENSOR:

WIRELESS RAIN SENSOR

13. MANUAL DRAIN VALVES ARE TO BE LOCATED AT THE ENDS AND LOW POINTS OF THE IRRIGATION

MAINLINE. PLACE MANUAL VALVES IN LATCHABLE VALVE BOX FOR EASY ACCESS. PLACE ONE

CUBIC FOOT OF GRAVEL BELOW VALVE.

14. AUTOMATIC DRAIN VALVES ARE TO BE LOCATED AT ALL LOW POINTS OF IRRIGATION LATERAL

LINES. WHERE LOW POINT IS AT END OF LINE LOCATE VALVE A MINIMUM OF 12" FROM END

SPRINKLER HEAD. PLACE VALVES ON TOP OF ONE CUBIC FOOT OF FILL GRAVEL.

IRRIGATION PIPING

15. INSTALL IRRIGATION MAINLINE 18" MINIMUM BELOW FINISH GRADE AND 24" UNDER PAVEMENTS.

ALL MAINLINES TO BE CLASS 200 PVC. ALL LATERAL LINES TO BE SIZES AS REQUIRED TO

MAINTAIN ADEQUATE PRESSURE BASED UPON STANDARD FLOW/PIPE SIZING. LATERAL LINES

OVER 1" DIAMETER SHALL BE CLASS 200 PVC. NO LATERAL LINES SHALL BE UNDER 1". LATERALS

SHALL BE INSTALLED A MINIMUM OF 12" BELOW GRADE.

16. PROVIDE PVC SCH-40 SLEEVES FOR IRRIGATION PIPES AND WIRING THAT CROSSES UNDER

WALKS, STREETS, AND CONCRETE PADS. COMBINE PIPING WHENEVER POSSIBLE TO REDUCE

QUANTITY OF SLEEVING MATERIALS. PVC SLEEVE SHALL BE AT LEAST TWICE THE SIZE OF

INTERIOR PIPE AND AT LEAST TWO INCHES IN DIAMETER.

17. ELECTRICAL CONTROL AND GROUND WIRE TO BE USED FOR CONNECTING REMOTE CONTROL

VALVES TO THE AUTOMATIC CONTROLLER SHALL BE 14AWG MINIMUM.

-CONTROL WIRE SHALL BE ONE COLOR AND GROUND WIRES SHALL BE ANOTHER COLOR.

-UNUSED WIRES BURIED IN THE GROUND FOR FUTURE USE SHALL BE A THIRD COLOR.

-WIRE CONNECTORS IN THE FIELD SHALL BE MADE USING APPROVED WIRE CONNECTORS   

UTILIZING A SEALING CEMENT TO INSURE A WATERPROOF CONNECTION.

18. WHEN INSTALLING IRRIGATION PIPE ALONG CURBS OR IN ISLANDS, PLACE PIPE AS CLOSE TO

CURB AS POSSIBLE TO ALLOW FOR PLANTING TREES, SHRUBS, AND GROUNDCOVERS.

19. COMBINE MAINLINE, LATERAL LINES, AND CONTROL WIRING INTO SAME TRENCH WHERE

POSSIBLE.

20. ADJUST ALL IRRIGATION EQUIPMENT SO SIDEWALKS, PAVING AND BUILDING REMAIN DRY OF

DIRECT SPRAY OR EXCESS WATER RUN-OFF.

TREES QTY BOTANICAL NAME COMMON NAME CONT SIZE REMARKS

CED FAS 4 Cedrus atlantica `Fastigiata` Columnar Blue Atlas Cedar B & B 8` Ht.

GIN PR2 8 Ginkgo biloba `Princeton Sentry` Princeton Sentry Ginkgo B & B 3"Cal

JUN ADM 16 Juniperus scopulorum `Admiral` Admiral Juniper B & B 6` Ht.

JUN TAY 8 Juniperus virginiana `Taylor` Taylor Eastern Redcedar B & B 6` Ht.

TIL RED 7 Tilia americana `Redmond` Redmond American Linden B & B 3"Cal

ULM CAR 2 Ulmus x `Frontier` American Elm B & B 3"Cal

ZEL MUS 6 Zelkova serrata `Musashino` Sawleaf Zelkova B & B 3"Cal

SHRUBS QTY BOTANICAL NAME COMMON NAME CONT HEIGHT REMARKS

BUX WI5 47 Buxus microphylla `Wintergreen` Wintergreen Boxwood 5 gal

BUX GR2 26 Buxus x `Green Velvet` Boxwood 5 gal 24"

CAL KAR 60 Calamagrostis x acutiflora `Karl Foerster` Feather Reed Grass 3 gal

CHA LAT 45 Chasmanthium latifolium Wood Oats 3 gal

COR HAL 28 Cornus alba `Bailhalo` TM Ivory Halo Dogwood 5 gal

HIB MIN 4 Hibiscus syriacus `Minerva` Minerva Rose of Sharon 5 gal 36"

MIS GRA 32 Miscanthus sinensis `Gracillimus` Maiden Grass 3 gal

RHA RON 13 Rhamnus frangula `Ron Williams` Alder Buckthorn 5 gal

SPI MAG 37 Spiraea japonica `Magic Carpet` Magic Carpet Spirea 2 gal

VIB ALL 12 Viburnum rhytidophyllum `Alleghany` Leatherleaf Viburnum 5 gal

GROUND COVERS QTY BOTANICAL NAME COMMON NAME CONT SPACING REMARKS

EUO PUR 427 sf Euonymus coloratus Purple Wintercreeper 4"pot

LIR BI2 398 Liriope spicata `Big Blue` Creeping Lily Turf 4"pot 12" o.c.
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05.20.15 CITY PLAN COMMISSION

J. Best

J. Best

PLANTING DETAILS

LP2

X

2X

X

2X

1/2"=1'-0"

GROUND COVER TO BE

PLANTED WITH TRIANGULAR

SPACING SPACE PER PLANT

SCHEDULE

PLACE PLANT IN VERTICAL

PLUMB POSITION.

1" OF MULCH MATERIAL

NOTES:

WHEN BULBS ARE INCLUDED IN

A PLANTING BED, LOCATE BULB

CLUSTERS BETWEEN

REGULARLY SPACED POTTED

PLANTS AT SPACING INDICATED

OR AS SHOWN.

STEEL

1" = 1'-0"

VARIES-SEE PLAN

06.03.15 PLANNING COMMISSION RESUBMITTAL

06.10.15 100% PROGRESS SET

08.07.15 CITY COUNCIL

















 

Dennis D. Smith, AIA Inspire. Create. Achieve. 

345 Riverview, Suite 200 

Wichita, Kansas 67203 

T 316.268.0230 

F 316.268.0205 

law-kingdon.com 

Client Program for Art Commission at 
2001 Main Street Development Project 
Reference the Contractual Agreement for Consulting Services dated April 27, 2015 
 
Rules and Requirements 
 
20th Street Garage Screen 

 (5) Locations as identified on the rendered elevations and perspectives dated 08/06/15.  
 From East to West screen size  

o Panel #1 21’X9’-4”  
o Panel #2 24’ 2 ½”X 9’-4” 
o Panel #3 17’-4”X9’-4” 
o Panel #4 17’-4”X9’-4” 
o Panel #5 17’-4”X9’-4” 

 Perf imaging panels will be by Dri-Design.  Coordination of the artist’s work will need to occur 
with Dri-Design. 

 Main field color is limited to the Linetec Anodized Color chart (see below) 
 Additional colors may be included in the design as chosen by the artist.  These colors would 

need to be manually masked and kynar painted after the perforation process.   
 Imagery is to be provided by a local artist. 
 The project should promote interest and appreciation in public art. 
 The project should develop pride in the community and draws visitors where images are 

displayed. 
 
Dri-Design Panels with Imaging Technology 
Architecturally expressive panels. Dri-Design architectural panels with Imaging Technology are the 
perfect marriage of useful application and art form.  
How it works  
Dri-Design Imaging Technology is an exclusive method of sculpting three-dimensional pixels into Dri-
Design panels that reflect light and form images. Using this exclusive computer software technology, 
we can reproduce any image - from a graphic design or company logo, to a photo or drawing - by 
calculating the optimal reflective position of each and every 3D pixel, and then sculpting multiple, 
uniquely oriented 3D pixels of varying lengths, breadths and heights into the Dri-Design panels. This 
creates a 3D, almost holographic image that presents a slightly different appearance, depending on 
the lighting and viewing angle.  
Applications 
Intended for both interior and exterior applications, the panels are especially effective in settings 
where designers want to create or expand on a theme, send a specific message or elicit a certain 
feeling. Dri-Design Imaging panels have all of the durability, ease of installation and environmental 
friendliness that you’ve come to expect from Dri-Design, with the added visual interest of a three 
dimensional image. 
 
Dri-Design Specifications 
System Depth: 
Varies depending on attachment method. Please contact Dri-Design. 
Material: 
Aluminum, VM ZINC, Copper, Stainless 
Material Thickness: 
.050, .062, .080 



Pixels: 
3/8”, 5/8”, 3/4”, 1” - The recommended size of the tile is dependent on many factors including image, 
viewing distance, etc. Please contact Dri-Design to discuss your specific design. 
Panel Joints: 
1/8”, 5/8” 
Finish: 
Clear anodized is the most popular, however any color paint or anodizing is available. 
Weight: 
Less than three pounds per square foot 
 

 
 
 

 








	13566-C1
	13566-SA1_01-SiteArchitecturalPlan-Model
	13566-LP1
	13556-LP2
	Home2_KC-2015_08_07-Elev
	Elev-01
	Elev-02

	Home2_KC-2015_08_07-Persp
	Persp0000_0000_P10
	Persp0000_0001_P20
	Persp0000_0002_P30
	Persp0000_0003_P40
	Persp0000_0004_P50

	13566-ArtCommissionGuidelines
	ombrae2
	ombrae3
	ombre1

